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 Step 2 Step 3 Step 4 Step 5

Empty 1 sachet into the 
tub

Pour the tufftop onto the 
washed and wet paving. 
Spread using a soft foam 
rubber squeegee until the 
joints are filled. Clean of 
the excess tufftop with a 
washboy sponge float.

Remove all items from the 
tub and make sure you 
have all equipment for the 
mixing, application and 
cleaning ready.

Mix the mortar and water 
using a single paddle, into 
a slurry consistency.

Add 1 litre of clean water 
to the tub.

	 Essential Information

Mixing tufftop Utility  
In the tufftop Utility tub

Adding in the water first helps avoid lumps, inconsistency and unmixed material 
forming at the bottom edge of the tub.

For larger areas two sachets can be mixed in the tub with two litres of clean water.

Step 1
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 Step 1 Step 2 Step 3 Step 4

Use a soft foam rubber 
squeegee in diagonal 
swipes across the paved 
area to push and pull the 
tufftop into the joints.

Use a hose with a light 
mist spray to wet the 
paving to be jointed.  
Avoid creating puddles of 
water.  
The tufftop should be kept 
damp ready for cleaning.

With a clean squeegee 
remove any excess tufftop 
laying on the surface by 
diagonal swipes, repeat 
where necessary.

Pour the mixed mortar 
over the wet paving.  
Mix 1 sachet at a time 
with 1 litre of water.

	 Essential Information

Application of tufftop Utility 
Using a soft foam rubber squeegee

Only use a soft foam rubber squeegee to spread tufftop Utility.  
A hard rubber squeegee will not pull and push the tufftop into the joints and should NOT be used 
with any Steintec mortars.

Diagonal swipes allow for the soft foam rubber squeegee to move the mortar without pulling 
mortar back out of the joints.

It is recommended to clean the paved area after each sachet has been applied to the joints, 
before mixing another sachet in the tub.

Do not allow the tufftop to dry on the surface (light mist water spray if required) before cleaning 
with a Washboy and sponge float.

Avoid using excessive water when cleaning the paving surface, too much water could effect the joints by washing
out cement and pigments.

x
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 Step 1 Step 2 Step 3 Step 4

Wash the sponge float 
in the water and use the 
rollers to squeeze out 
excess water. The sponge 
should be damp to use.

Do not allow the tufftop to 
dry, use a hose to apply 
a light mist spray and a 
clean soft foam rubber 
squeegee to remove any 
excess tufftop from the 
paving surface.

Use flat diagonal swipes 
across the paving to 
remove remaining tufftop 
from the surface. Clean 
the sponge float using 
the Washboy after each 
swipe.

Fill the Washboy bucket 
with 10 - 15 litres of clean 
water.

	 Essential Information

Cleaning tufftop Utility  
Using a washboy & sponge float

Use a light mist to keep the tufftop damp while cleaning, do NOT spray water directly into the joints or use a 
pressure washer as this will wash out the tufftop.

Do NOT over-water or aggressively wash the fresh joints as cement or pigments could be displaced.

Regularly change the water in the washboy bucket with clean water.

Diagonal swipes allow for the sponge float to clean off the excess tufftop while leaving the jointing mortar in the 
joints.

Once all the excess tufftop has been removed from the paving surface leave to dry overnight.
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1 litre Water Mixing paddle Hose spray 
attachment

Soft foam 
rubber squeegee

Washboy kit
inc. sponge float1 litre Water Mixing paddle Hose spray

attachment
Soft foam  

rubber squeegee
Washboy kit  

inc. sponge float

Essential Equipment for
Using tufftop Utility

Essential Equipment for
Using tufftop Utility

Use only 1 Litre of water per sachet, no more.
Do not be tempted to add more.  

The required consistency has been carefully calculated for the optimum workability and finish.

Too much water in tufftop utility will affect the finished colour of the joints. 

Do NOT over-water or aggressively wash the fresh joints as cement or pigments could be displaced.


