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Product Summary	
Provides temporary protection to paving elements against staining during construction 
allowing for easier and safer jointing.

Product Applications	
Designed for use on exterior paving.

Ideal for highly absorbent paving elements. 

Product Description
Pre-construction protection for paving units, minimising the risk of contamination with oil or 
grime and cement staining during the construction process.  The process of slurry grout jointing 
is made easier, greatly reducing the risk of staining.

No change to the appearance of a finished pavement.

Pre-Install can be applied to the upper surface of new paving units before they are laid or to a 
thoroughly cleaned pavement surface prior to slurry grouting the joints.

Directions for Use
Wear suitable protective clothing and test an inconspicuous area.

Apply when the surface is between ≥ 5°C.

Ensure surfaces to be treated are clean and dry, 

1.	 Apply 1 coat sparingly and evenly using a brush, sponge or roller. 
Avoid coating sides and base of paving units.

2.	 Remove excess product using a cloth. 

3.	 Allow to dry for 2 hours before applying fresh mortar.

Storage Life	 	
Storage life: at least 12 months stored in original container in �frost free conditions.

Pre-Install
Pre-Construction Protection Impregnator
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Technical Specification

Usage
Protects paving elements 
against staining during 
construction

Characteristics Pre-Construction
Protection Impregnator

Colour Clear

Packaging 1L Bottle, 5L or 10L Canisters

Weight 1, 5 or 10 kg

Dilution (with water) Do not dilute

Typical 
consumption / coverage

1 L bottle: 10 - 20 m2

Containers per box
(Can be mixed with other  
weiss products)

1L: 12
5L: 4
10L: singular

Box weight 12 - 20 kg

Working temperature ≥ 5°C

Warning / Danger 
statements Wear suitable PPE

Storage life
≥ 12 months from  
manufacture date


